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Sänfte Large

No 3D elements 
may be mounted 
within 2400 mm of 
the front of the tram.
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Tram roof
Print data specifications

–  Data 1:1 in Adobe Illustrator, InDesign 
or as a PDF

–  Resolution: 100 dpi (converted 1:1)  
or greater

Visible surface

Cabs 1, 3 8000 × 370 mm

Cabs 2 6000 × 370 mm

Print format incl. border

Cabs 1, 3 8100 × 420 mm

Cabs 2 6100 × 420 mm 1355
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All measurements in millimetres

“Sänfte” moving poster
Print data specifications

–  Deliver data 1:1 in Adobe Illustrator or 
InDesign > format: 1355 × 1980 mm

–  Border on every side: 20 mm
–  Resolution: 100 dpi (converted 1:1)  

or greater
–  Recommended minimum font size in the 

window film is 30 mm.

Only 1 moving poster per vehicle  

side Placement to be determined  

upon consultation.

Window film

Film may not  
be glued to  
rubber seal!

Opaque film3D elements
The 3D element may protrude above and 

below the panel by a maximum of 130 mm. 

For safety reasons, during production of  
the elements all edges must be rounded,  
and pointed or fine elements must be  
avoided. Spacer sleeves of 35 mm must 
always be used.


